
Cartridge Pressure Switches  

Installation Guideline 
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Full Range of HVAC&R Line Products
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1/4" Female Flare Fitting

W/core depressor

Flare Connection

Solder Connection

Brazing 

Wrap wet cloth over the 
valve body. Position the flame in 

opposite direction of the valve body. 

Installation should be done in normal, clean and 
safe atmospheric conditions. Please don't do any 

work in hazardous and unsafe conditions.
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Use face shield or green goggles as protection 

for eyes. Use heat resistance gloves. Use 
protective coveralls made of breathable materials.
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When working make sure that the area 
has enough ventilation or working exhaust
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Wear impervious coverall clothing 
with breathable fabrics.

Mounting
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Brazing 
Position the flame away from the body. 

Pressure

SPST, Normally Open

C L

Contact Switch : Normally Open 
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Flare 
Tight the flare nut firmly. 
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Mounting

Tightening Torque: 14 to 18 Nm  

Current Type

Voltage Range

Ampere Type

Current (Amp)

AC/DC AC

24V to 120V 208V to 240V

FLA LRA FLA LRA

6 36 3 15

Electrical Parameters 
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Note: Dry All Cartridge Pressure Switch can 
be connected to any rated voltage.
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Electrical Circuit: Connect wires to the phase and 
neutral ports of the connector & contactor 

according to its rated voltage.  
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Power cable

Connector

Contactor

Installation Position
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SPST, Normally Closed

Pressure

C H

Contact Switch : Normally Closed    

9

A1


	Page 1

